WEIHAO

SWITCHING POWER SUPPLY

i D-30W AR 4846t i
D-30W Dual output power supply

#Eix Summary

> WAH . TIE30W
Dual output: power 30W

> BAEE: 90~ 132VAC/180 ~ 264VAC HFF X1k
Input voltage: 90 ~ 132VAC/180 ~ 264VAC by switch

& DL#1& General Specification - 129 x 98 x 38mm

2 Model D-30A D-30B D-30C D-30F

&€ Specification CH1EEEE | CH2XER | CHIEEES | CH2XERE | CHIEER | CH2RER | CH1EEEE | CH2XRER
BRmEEE. B
DC output voltage, current 5V 0~4A | 12V 0~1A | 5V 0~2A | 24V O0~1A |12V 05~15A[-12V 02~10A| 12V 0.3~ 1A |24V 0.3~ 1A
\—/Q%;%e&a%fnoise 50mVp-p | 100mVp-p | 50mVp-p | 100mVp-p | 100mVp-p | 100mVp-p | 100mVp-p | 120mVp-p
Mgk =3
ﬁ’e%ﬁv%iijs%ability +0.5% +1% +0.5% +1% +0.5% +1% +0.5% +1%

k- =]
Fé?j%gﬁity +0.5% +4% +0.5% +4% +0.5% +1% +0.5% +4%
Efficiency 72% 74% 74% 75%
BEREETEERE . o 4 EO . o L EQ . o VB9 . o L EQ
Adjustable range for DC voltage CH1:£10% | CH2: 5% | CH1:+10% | CH2:+5% | CH1:+10% | CH2: +5% | CH1:+10% | CH2: +5%
RNBESEE 90 ~ 132VAC/180 ~ 264VAC FFF&P#k 254 ~ 370VDC 47 ~ 63Hz
Input voltage range 90 ~ 132VAC/180 ~ 264VAC by switch 254 ~370VDC 47 ~ 63Hz
TR ABEHER
Impact current Cold start eurrent 18A/115VAC  36A/230VAC
iR 105% ~ 150% VIist, BahkE
Overload protection 105% ~ 1560% cut off the output, automatic recovery
TEERSP _
Over voltage protection
Bl EFF. R¥ERT(E) ST
Setup, rise, hold up time 200ms, 50ms, 30ms/230VAC i# 1% at full load
i BNGHE: 1.5kV BASSNEE: 1.5kV Hith 55hEIE: 0.5kV —4>4h
Withstand voltage |/P-O/P: 1.5kV I/P-FG:1.5kV O/P-FG: 0.5kV 1minute
PR e e pE WAGHE WASNEE i 55MEE: 500VDC/100MQ
Isolation resistance I/P-O/P 1/P-FG O/P-FG: 500VDC/100MQ
THERE
Working temperature —10C~+50°C
§T A 129 x 98 x 38mm

Imension

582
Weight 0.4kg
(263
Packing 43 x 32.5 x 24CM/45PCS/18kg

5ME Rt Overall dimension(mm)

!
T o 5 LAl
I $Bﬁ~§—0 O-0O—© SW??E{ éiﬁh‘s

o = o :
= = |
[ ” \
° d
Terminal Pin.No Assignment
PinNo. | Assignment | Pin No. Assignment Pin No. Assignment
1 AC/L 4 DC OUTPUTCOM 7 DC OUTPUT+V1
2 AC/N 5 DC OUTPUT+V2
’$ﬁ 3 FG = 6 DC OUTPUTCOM
@35 ] = =
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